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The product is designed for a basic indoor, clean and dry environment without

chemicals for mounting on a vertical walll. There must be no other large source of chemickjch latek, k montdZi na svislou st&nu.
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Virobek je uréen do zd&kladntho vnitPntho, &istého a suchého prostredl bez
V okolT nesmT byt jiny velky zdroj

magnetism in the area. The recommended ambient temperature is in the range of magnetizmu.

10-40 * C, relative humidity 20-807%, supply air temperature 10 * C to +40 * C.
Clean the design plate with a slightly damp, chemical—free cloth.

Store at a temperature of 10 — 40 * C, relative humidity 20-80,% without direct
sunlight.

Regularly check the strength of the magnets. If you have any doubts about the
functionality of the attachment, disassemble the plate and send it to us for
inspection.

Wood — each piece is original and differs in drawing, shape, cracks and annealing,
so it may not completely match the depicted pattern. The wood is carefully dried.
The appearance of additional cracks and changes in the drawing depends on the
environment. Sunlight can cause a change in hue.

Doporutena okolnT teplota je v rozmezi 10-40 C , relativni vihkost 20— 80%,
teplota dopravovaného vzduchu 10 ‘C aZ +40 °C.

Designovy talfr istéte pomoct lehce vihkého hadifiku bez chemickych Iatek.
Skladujte v teploté 10—-40° C, relativnf vihkost 20—80, % bez p¥imého slune&niho
zatenT.

Pravidelng kontrolujte sflu magnetd. PFi jakjchkoliv pochybnostech o funk&nosti

uchycenf, tali* demontujte a poSlete k ném na kontrolu.

Dfevo — kaZzdy kus je origindInt a Ii8T se kresbou, tvarem, trhlinami a Zthanim,
proto se nemusT zcela shodovat s vyobrazenym vzorkem. Drevo je petlivé suSené.
Vznik dal$Tch prasklin a zmény kresby z@vist na prostfedi. Sluneénf zdreni muZe
zpUsobit zmé&nu odstinu.

DELIVERY INCLUDES:

- jet assembly ring (mounting frame)
— design nozzle

—  4x screw for anchoring

— instructions

We are not responsible for damage caused by improper installation.

DODAVKA OBSAHUJE:

— montdznf krouZek jet
—  designovou dyzu

—  4x vrut pro ukotvent
—  ndvod

Neneseme odpovédnost za Skody zplsobené neodbornou instalact.

DIMENSIONS:

ROZMERY:

45 30

200 HRANA TALIRE

EDGE_OF DESIGN PLATE

1. INSERT THE MOUNTING FRAME WITH MAGNETS INTO THE
DUCT DN 125 mm OR CEILING BOX
ZASUNTE MONTAZNI KROUZEK DO POTRUBI DN 125
NEBO BOXU

mm

2. ANCHORATE THE RING WITH FOUR SCREWS
THROUGH PREPARED HOLES TO THE WALL

KROUZEK UKOTVETE POMOCI CTYR VRUTU PRES
PRIPRAVENE OTVORY KE STENE

CEILING
STROP “X
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Balance the positon before fixing
Pred kotvenim vyrovnejte

3. ATTACH THE DESIGN JET TO THE MOUNTING RING, SO
THAT THE MAGNETS FIT ON THE METAL COUNTERPART

PRILOZTE POHLEDOVY TALIR K MONTAZNIMU KROUZKU TAK
ABY MAGNETY DOSEDLY NA KOVOVE PROTIKUSY NA TELE DYZY
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