EDGE OF PLASTIC RING 170 HRANA PLASTOVEHO LENU

EDGE OF METAL PLATE 120 HRANA KOVOVE DESTICKY

LUFTOMET z betonu nenf ur&en pro vertikdnf montéd? (na st&nu), tuto instalaci s
ndmi konzultujte.

Virobek je urfen do zakladntho wnit'niho, Cistého a suchého prostredi bez

chemickych latek, v okolT nesmf byt jiny velky zdroj magnetizmu.

Doporugend okolnT teplota je v rozmezi 10-40 °C , relatimi vihkost 20— 80%,
teplota dopravovaného vzduchu 10 ‘C aZ +40 °C.

Designovy tali¥ Cistéte pomoct lehce vihkého hadfiku bez chemickjch Iatek.

Skladujte v teploté 10—-40" C, relativni vihkost 20-80, % bez pfimého slune¢niho
z@reni. V pfipadé skladovani v neorigindlnich krabicich je nutné prokladat jednotlivé
talire, nejlépe korkem. dJinak hrozi poskrdbdani.

Pravidelné kontrolujte sflu magnetl. Pfi jokychkoliv pochybnostech o funkénosti
uchyceni, tali¥ demontujte a poslete k ndm na kontrolu.

Beton—kaZdy kus je origindl, proto se nemusi zcela shodovat s vyobrazenym v
SluneénT zarenT muZe zplsobit zménu odstinu.

Dfevo — kaZdy kus je origindlni a [i$7 se kresbou, tvarem, trhlinami a Zihanim,
proto se nemusT zcela shodovat s vyobrazenym vzorkem. DFevo je pedlivé susené.
Vznik dal$fch prasklin a zmény kresby zavisT na prostiedi. Sluneénf zd¥eni muZe
zpusobit zménu odstinu.
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GLASS 3D/SKLO 3D: 2-4 mm
CONCRETE/BETON: 9 mm (+—2 mm)

LUFTOMET made of concrete is not intended for vertical mounting (on the wall),
consult this installation with us.

The product is designed for a basic indoor, clean and dry environment without
chemicals, there must be no other large source of magnetism in the area. The
recommended ambient temperature is in the range of 10-40 ° C, relative humidity
20—-80%, supply air temperature 10 * C to +40 * C.

Clean the design plate with a slightly damp, chemical—free cloth.

Store at a temperature of 10 — 40 * C, relative humidity 20—-80,% without direct
sunlight. In the case of storage in non—original boxes, it is necessary to line the
individual plates, preferably with a cork. Otherwise there is a risk of scratches.

Regularly check the strength of the magnets. If you have any doubts about the
functionality of the attachment, disassemble the plate and send it to us for
inspection.

Concrete — each piece is original, so it may not completely match the depicted
pattern. Sunlight can cause a change in hue.

Wood — each piece is original and differs in drawing, shape, cracks and annealing,
so it may not completely match the depicted pattern. The wood is carefully dried.
The appearance of additional cracks and changes in the drawing depends on the
environment. Sunlight can cause a change in hue.

1. INSERT THE MOUNTING FRAME WITH MAGNETS INTO THE
DUCT DN 125 mm OR CEILING BOX
ZASUNTE MONTAZNI KROUZEK DO POTRUBI DN 125 mm
NEBO STROPNIHO BOXU
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2. ANCHORATE THE RING WITH FOUR SCREWS
THROUGH PREPARED HOLES TO THE CEILING

KROUZEK UKOTVETE POMOCI CTYR VRUTU PRES
PRIPRAVENE OTVORY KE STROPNI DESCE
WALL
STENA
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In the case of square plate

) 1 check the positon before fixing

? Bi U Ctvercovych talird,zkontrolujte

rovnobé&znost se sténou

3. OPTIONAL/ VOLITELNE
INESERT THE DEFLECTOR INSIDE THE MOUNTING RING TO
BLOCK THE AIRFLOW IN THIS SECTION

)JOVNITR MONTAZNI KROUZKU VLOZTE DEFLEKTOR. TiM
ZNEMOZNITE PROUDU VZDUCHU PROJIT PRES TUTO VYSEC

)

2 *THE DEFLECTOR IS NOT PART OF THE PACKAGE

DEFLEKTOR NENI SOUCASTI BALENI

4. ATTACH THE DESIGN PLATE TO THE MOUNTING RING, SO
THAT THE MAGNETS FIT ON THE METAL COUNTERPART ON
THE TOP OF OF THE DESIGN PLATE.
MAKE SURE THAT THE DEFLECTOR HOLDS FIRMLY AND
RESTS AGAINST THE PLATE.

PRILOZTE POHLEDOVY TALIR

K MONTAZNIMU KROUZKU TAK, ABY
MAGNETY DOSEDLY NA KOVOVY
PROTIKUS NA HORNI STRANE TALIRE
0 ZKONTROLUJTE, ZE DEFLEKTOR
PEVNE DRZI A PRILEHA K TALIRI.
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